
METAL COUNTERFLASHING

NAILS 6" (150mm) O.C.

24"  MAX.
8" MIN. TO 

ASPHALT, MBR FLASHING

CONCRETE PRIMER
DYNAFLEX

FESCANT PLUS

ROOF MEMBRANE

4" MIN.

4" M
IN.

CEMENT OR MBR UTILITY
CEMENT

COUNTERFLASHING MAY ALSO BE USED
AN MBR UTILITY CEMENT 3 COURSE 
SEAL WITH MBR FLASHING CEMENT;

ASPHALT

SYSTEM
ANCHORED TO STRUCTURAL

4" 

DRAINAGE

ROOF MEMBRANE

TAPERED INSULATION

WOOD NAILER SOLIDLY 

HOT ASPHALT

PRESTO ROOF EDGE OR GRAVEL STOP 

   NAILS 3" O.C. STAGGERED

GUTTER

(PRIME FLANGE BOTH SIDES)

ASPHALT ENVELOPE

ROOFING SYSTEM

METAL SET IN

FLANGE BOTH SIDES)

MBR UTILITY CEMENT,

ASPHALT ENVELOPE

FLASHING OR UTILITY CEMENT

OR FACE FASTENED 

                      4"  MIN.

NAILS 3" STAGGERED 

METAL GRAVEL STOP (PRIME 

METAL SET IN MBR 

WOOD NAILER

CONTINUOUS CLEAT

TAPERED FESCO
INSULATION

ROOF MEMBRANE

(PRIME FLANGE BOTH SIDES)

MODIFIED BITUMEN

                    8"  MIN.

OR HOT ASPHALT

EDGE STRIP

PRESTO-TITE OR PRESTO LOCK

MEMBRANE MATERIAL

B NTS

DETAIL OF FLASHING AT WALL



C NTS

DETAIL AT MECHANICAL EQUIPMENT

E NTS

TYPICAL PITCH POCKET

A NTS

TYPICAL VENT STACK




D NTS

TYPICAL GUTTER EDGE 

F NTS

TYPICAL GRAVEL EDGE
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12" ABOVE ROOF

NEW PITCH POCKETS
TYP. ALL POST

NEW 3 12" X 3 12" X 516" GALVANIZED ANGLE
IRON FRAME

3'-2"

36"

23"6 12" 6 12"

NEW 4" X 4" METAL POST
TYPICAL AT ALL CORNERS.
WELD 14" THICK PLATE TO
TOP AND BOTTOM OF POST
BOLT BOTTOM TO CONCRETE
DECK PRIOR TO INSTALLING
ROOF.

NEW 4" WIDE "C" CHANNEL SPACED
AT 23" O.C.  LEGS OF CHANNEL TO
BE FLUSH WITH ANGLE FRAME.
TYPICAL TWO PLACES.

NEW MECHANICAL FASTENERS
TYP. 4 EACH POST

EXISTING CONCRETE DECK
NEW ROOFING SYSTEM

GLM 


JM


